Remediation Group

Mark Nations
Mining Properties Manager
mnations@doerun.com

December 11, 2013

Mr. Jason Gunter

Remedial Project Manager

U.S. Environmental Protection Agency
Region 7 - Superfund Branch

11201 Renner Blvd.

Lenexa, KS 66219

Re: The Doe Run Company - Elvins/Rivermines Mine Tailings Site Monthly Progress Report
Dear Mr. Gunter:

As required by Article VI, Section 56 of the Unilateral Administrative Order (UAO) (CERCLA-
07-2005-0169) for the referenced project and on behalf of The Doe Run Company, the
progress report for the period November 1, 2013 through November 30, 2013 is enclosed. If
you have any questions or comments, please call me at 573-518-0800.

Sincerely,

S N >74__ ‘7[(,.,,_...

Mark Nations
Mining Properties Manager

Enclosures

c: Jason England - TDRC
Mark Yingling — TDRC (eléctronic only)
Matt Wohl - TDRC (electronic only)
Robert Hinkson — MDNR
Ty Morris — Bair Engineering
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1221 Mill Street, Leadwood, MO 63653
Telephone: (573) 562-7793
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Pace Analytical Services, Inc.

. .
a . 9608 Loiret Bivd.
; aA[H[W@l Lenexa, KS 66219

e oty cos (913)599-5665

November 21, 2013

Amy Sanders

The Doe Run Com pany
P. O. Box 500
Viburnum, MO 65566

RE: Project: NPDES (RIVERMINES)
Pace Project No.: 60157550

Dear Amy Sanders:

Enclosed are the analytical results for sample(s) received by the laboratory on November 14, 2013.
The results relaté only to the samples included in this report. Results reported herein conform to the
most current TNI standards and the laboratory's Quality Assurance Manual, where applicable, unless
otherwise noted in the body of the r eport.

If you have any questions conc erning this report, please feel free to contact me.

Sincerely,

Jamie Church

jamie.church@pacelabs.com
Project Manager

Enclosures

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
without the written consent of Pace Analytical Services, Inc.. Pa'ge 10f15








































































































































































































































The Quentin J. Schmidt Analytical Laboratory

RAFE MRIIA) 4 Road do
WVE RUIY 3 Iron Counfy oad No | Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3714,1.13-0001-3715,1.13-0001-3716
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.95 5 12/2/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 96 96%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 100 100%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3715
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 143 145 101%  85-115%
pH SM4500-H+E Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.01 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.954.05 L13-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 L13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 L13-0002-0044
CCV Buffer 4.05 4.02 3.95-4.05 L13-0002-0040

Slope 96.8% 90-102%


















The Quentin J. Schmidt Analytical Laboratory

BGE Ru'l‘l 43 Iron Counfy Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3751,L13-0001-3752,1.13-0001-3753
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.95 5 12/2/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Quailifiers
Alkalinity mg/L CaCO3 100 96 9%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 100 100%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3752
LCS % Rec
Parameter Units Resuits Resuits Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 141 140 99%  85-115%
pH SM4500-H+} Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.01 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 L13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 1L13-0002-0044
CCV Buffer 4.05 4.02 3.95-4.05 L13-0002-0040

Slope 96.8% 90-102%
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